EASY APPLICATION INSTRUCTIONS

PREPARATION

The surface must be clean and free of all loose material and dirt. Clean out debris from the
cracks so the UNIQUE® Pourable Concrete Crack Filler can completely fill the damaged area.
Area to be repaired should be in sound condition. Be sure no undermining of the pavement
base has occurred.

Undermining can be severe and require backfilling before any application of UNIQUE
concrete crack filler. If there is the presence of undermining, fill the crack partly with clean
sand or backer rod.

UNIQUE® Pourable Concrete Crack Filler fills from bottom to top.

MIXING
Some separation/settling may occur over time.
Stir UNIQUE® Pourable Concrete Crack Filler to achieve a consistent mixture.

PLACEMENT

The surface should be dry or slightly damp and free of any standing water.

UNIQUE® Pourable Concrete Crack Filler can be applied directly from the container or with
automated applicator equipment.

Multiple coats may be applied for deeper and undermined areas. If the crack filler continues
to sink in undermined areas of the crack, add additional clean sand and additional crack
filler.

For a smoother finish, pour or pump UNIQUE® Pourable Concrete Crack Filler into the crack
% of the length. Allow a few minutes for the concrete crack filler to seep completely down
into the crack.

Push the concrete crack filler into the remaining crack length using a “U’ or “V" shaped
squeegee.

Multiple coats may be applied for deeper and undermined areas.

Allow 2-4 hours of curing between coats.

COVERAGE
One Gallon of UNIQUE® Pourable Concrete Crack Filler will cover approximately:

CLEAN UP

Water soluble prior to drying.
Clean any containers and tools prior to material drying.
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EASY APPLICATION INSTRUCTIONS

CURING
When properly applied, UNIQUE concrete crack filler can be driven over within 30 minutes without
tracking. Cure time will vary due to ambient conditions.
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